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ADDENDUM #1

Date: 25 October 2005

To: Contractors

From: Jeff Reddoor, Project Manager
Reference: Department of Human Services

Richfield Family Support Services Remodel
DFCM Project No. 05129400

Subject: Addendum No. 1

Pages Addendum 1 Page
Architects Addendum #1 1 Page
Architects Addendum #1 Drawings (8.5x11) 3 Pages
Structural Drawing SGN-100 (24 x 36) 1 Page
Total Pages 6 Pages

Note: This Addendum shall be included as part of the Contract Documents. Items
in this Addendum apply to all drawings and specification sections whether
referenced or not involving the portion of the work added, deleted, modified, or
otherwise addressed in the Addendum. Acknowledge receipt of this Addendum in
the space provided on the Bid Form. Failure to do so may subject the Bidder to
disqualification.

1.1 GENERAL
1.1.1 Reference the attached Addendum from the Architect.

1.1.2 The Structural Drawing has been re-issued in monochrome, format only, no changes in
content or scope.

End of Addendum

4110 State Office Building, Salt Lake City, Utah 84114 - telephone 801-538-3018 - facsimile 801-538-3267 - www.dfcm.utah.gov



ADDENDUM NO. |

Date: October 25th, 2005
PROJECT:

Department of Human Survices

Richfield Family Support Center Remodel
DFCM Project No. 05129400

ARCHITECT:

P+A ARCHITECTS
821 EAST KENSINGTON AVENUE
SALT LAKE CiTY, UT 84105

The original Contract Documents issued for the above noted project are amended as noted in this
Addendum. [t shall be the sole responsibility of the bidder to appropriately disseminate this information to all
concerned prior to the assigned bid time and date, and to coordinate the Addendum with the Contract
Documents.

This Addendum consists of a total of three (3) 8 /2"xI | documents and_one (1) 24"x36" .pdf document.

If there are still unresolved questions after examining this addendum, please submit those questions via
telephone or facsimile as soon as possible so that an addendum can be issued to clarify those issues in a
timely manner.

Architectural Drawings:

2.

See architectural drawing A-SP100. Reference note number 6 will not be required.
See architectural drawing A-DP |01. Reference note number | | requiring the general contractor to
remove the existing shelving prior to painting and, reinstalling shelving after painting will not be

required. The general contractor may leave shelving in place during construction/remodeling.

See attached 8 2" x | | addendum drawing Ol. Note changes to size of concrete stoop and the
addition of a steel lintel that will be required over door 107A

See attached 8 /2" x | I"" addendum drawing 02. Note changes to size of concrete stoop located at
the exterior of door 101A

See attached 8 /2" x | I addendum drawing 03. Note change to size of window type 10

In area of construction, where existing wood base is located, the general contractor shall be required
to remove existing wood base.

Avrchitectural Specifications:

See specification section 01030 Alternates, section 3.1 Schedule of alternates shall be as follows

A Shall be alternate No. |
B. Shall be alternate No.2
C. Shall be alternate No.3

Structural Drawings:

See revised .pdf formatted structural drawing S-GN | 00.

End of Addendum |
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ADDENDUM DRAWING NOTES.

1. DOOR 107A SHALL HAVE A STEEL LINTEL PROVIDED
OVER DOOR OPENING AS PER DETAILS 1 AND 2 ON
DRAWING S—GN100.

o\ ADDENDA DRAWING 01

AD-01

AD-01/ SCALE  1/8" = 1’0"
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ADDENDUM DRAWING 02 NOTE.

1. GENERAL CONTRACTOR SHALL REMOVE EXISTING
CONCRETE SIDEWALK AT LOCATION WHERE NEW
CONCRETE STOOP IS TO BE LOCATED.

2. TOP OF NEW CONCRETE STOOP IS TO BE SET AT
SAME HEIGHT AS EXISTING BUILDING FLOOR SLAB.

ADDENDA DRAWING 02

AD-01
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SCALE 1/8" = 1'-0"
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5\ ADDENDA DRAWING 03
w SCALE  1/4" = 10"
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|
GENERAL SIIRUCTURAL NOTES: 2 3 4 State of Utah

Department of Administrative Services

. GENERAL: o o
A.  THE STRUCTURAL DRAWINGS SHOW THE COMPLETED PROJECT. DlVlSlQIl of Facilities
DETAILS, SECTIONS, AND NOTES SHOWN ON THE DRAWINGS Construction & Management
SLSEWHERE UNLESS NOTED OR SHOWN OTHERWISE. 4110 State Office Building
B. CONTRACTOR SHALL COMPARE ALL DIMENSIONS AND CONDITIONS O Salt Lake City, Utah 84114
ON CONTRACT DOCUMENTS AND AT THE SITE. ANY OMISSION OR — — Phone: (801) 538 - 3018
CONFLICT SHALL BE BROUGHT TO THE ATTENTION OF THE Fax: (801) 538 - 3267
ARCHITECT/ENGINEER. IN CASE OF ANY CONFLICT FOLLOW THE — |
MOST STRINGENT REQUIREMENT AS DIRECTED BY EXIST. 4” BRICK VENEER ——_ / EELSI_TlNGB%’;f\EOIE‘JAEE_
ARCHITECT /ENGINEER. \ - . .
C. SEE THE ARCHITECTURAL DRAWINGS FOR DOORS, WINDOWS, NON— I i gg%bLT ASE23C|)_\|/[I;: AND Internet: http://www.dfcm.state.ut.us
BEARING INTERIOR AND EXTERIOR WALLS, RECESSES, :
D SEARING INTERIOR : ‘ < ) | D [TCREATED BY: P+A architects
D. CONTRACTOR SHALL PROVIDE ADEQUATE TEMPORARY BRACING FOR - NJ 1/4 -
ALL PORTIONS OF THE BUILDING UNTIL THE ENTIRE STRUCTURE T > + + BS= .
OF THE BUILDING IS COMPLETE. *1 \ k| P+A arCh|teCtS
. DESIGN CRITERIA: - J | - --_? - / 821 East Kensington Ave.
A.  BUILDING CODE: 2003 INTERNATIONAL BUILDING CODE (IBC) W/ —— NEW OPENING ANGLE (SEE PLAN) w/3/4"0  — CFIN ——nNEw opENNG ST ANECLE, SEE PLAN Salt Lake City, Utah 84105
AMENDUENTS EPOXY BOLTS x 5" MIN. w/(2)3/4"9 EPOXY BOLTS _
B. LOADINGS: EXTEND ANGLES 10” EMBED @ 24” 0.C. — EXTEND ANGLES 8” @ EA. END w/3/4"8 EPOXY P: 801.484.1161
' ' w/ (2) 3/4"¢ EPOXY Noes BOLTS @ 24" O.C. F: 801.485.4640
1. ROOF SNOW LOAD = 30 PSF + SNOW DRIFT PER IBC BOLTS AT END X e-mail parchitects@comcast.net
2. TYPICAL FLOOR LIVE LOAD = 100 PSF / /
3. WIND LOAD — 90 MPH ZONE — EXPOSURE C \\ \
4. SEISMIC DESIGN CATEGORY: D , - \ \ _
/ NEW GROUT TO SMOOTH WXELCKFOORUTOFEE%?J'(’;‘G L GROUT THE FIRST CELL WXEEKFOORUTOFEE(,'\IS'J'GNG
C.  FOUNDATION: FACE PER ARCH. N TYP. U.N.O.
| 1. ALL EXTERIOR FOOTINGS ARE TO BE FOUNDED AT NOT N ]
LESS THAN 30" BELOW LOWEST ADJACENT FINISH FLOOR
OR FINISH GRADE ONTO UNDISTURBED EXISTING SUBSOILS EXISTING CMU WALL EXISTING C.M.U. WALL | il |
HAVING A MINIMUM NET BEARING CAPACITY OF 1500 PSF. @ @ ]
ALL INTERIOR FOOTINGS ARE TO BE FOUNDED AT NOT L
LESS THAN 1'—0” BELOW LOWEST ADJACENT FINISH FLOOR I:IARCHITECTURE I:I PLANNING I:IDESIGN
ONTO SUBSOILS.
IIl. CONCRETE: BUILDING NAME:

A.  ALL MATERIALS SHALL COMPLY WITH AClI 318 AND ACI 347
PUBLICATIONS AND APPLICABLE ASTM PUBLICATIONS.

B. CONCRETE MATERIAL PROPERTIES: 28-DAY COMPRESSIVE ‘ .. SECU RE/NON SECURE
STRENGTHS ARE 10 B 3000 PSI TYPICAL UNLESS NOTED NEW OPENING IN EXIST. CMU WALL NEW OPENING IN C.M.U. WALL YOUTH CARE HOME

C.  CAST IN PLACE CONCRETE:

1. SPACING OF CONSTRUCTION JOINTS OR CONTROL JOINTS

C IN WALLS EXPOSED TO VIEW SHALL NOT EXCEED 40 FEET C

UNLESS SPECIFICALLY NOTED OTHERWISE ON THE
DRAWINGS.

2. PROVIDE EXTRA REINFORCING AROUND ALL OPENINGS
EXCEEDING 24 INCHES SQUARE OR ROUND IN ALL SLABS
AND WALLS EQUAL TO TWO #5 BARS ON FOUR SIDES AND :
EXTEND TWO FEET BEYOND THE OPENING. HUA SHEN

3. PROVIDE A 3/4” CHAMFER ON ALL EXPOSED CORNERS OF
CONCRETE UNLESS NOTED OTHERWISE.

4. PROVIDE CLASS B LAP SPLICES FOR ALL REINFORCING
UNLESS NOTED OTHERWISE.

5. PROVIDE ISOLATION JOINTS AROUND ALL COLUMNS AT ALL
EXPOSED SLAB ON GRADE AREAS.

No. 260129

PROJECT TITLE:

IV.  REINFORCING STEEL:

A.  ALL BARS #4 AND LARGER TO BE ASTM A 615, GRADE 60. ALL SECU RE/NON SECURE

#2 AND #35 BARS TO BE ASTM A 615, GRADE 40. DETAILED,

| Eﬁ_lEEERéC_)rAL%%PArll\IODN‘ERECTED IN ACCORDANCE WITH ACI-318, o YOUTH CARE HOME

B. ALL REINFORCING STEEL SHALL BE BENT, DETAILED AND
CHAIRED AS PER ”ACI MANUAL OF STANDARD PRACTICE FOR REMODEL
DETAILING REINFORCING CONCRETE STRUCTURES”.

C.  WELDED WIRE FABRIC TO BE IN ACCORDANCE WITH ASTM A 185.

D. ALL BARS INDICATED ON THE PLANS TO BE WELDED SHALL
CONFORM TO ASTM A706 (GRADE 60).

E. CONCRETE COVER REQUIREMENTS FOR DEFORMED BAR @ @ @ @ @ @

REINFORCING STEEL SHALL COMPLY WITH ACI 318, "BUILDING
CODE REQUIREMENTS FOR REINFORCING CONCRETE”. .
Shen Engineers, Inc.
1. CAST—IN—PLACE CONCRETE: 2
)  CONCRETE CAST AGAINST AND PERMANENTLY Structural/Seismic Consultants
a
s 3335 South 900 East, Suite 250
EXPOSED TO EARTH: S @ e — I | ; — | ; == @ <>gql’c Lake gisty, Ulfl'I 24106
b) FORMED CONCRETE EXPOSED TO EARTH OR WEATHER: "‘— — Telephone 801 466-2625
; . . . Facsimile 801 466—2656
#6 BARS AND LARGER: 2” l—! l—! |[ E—mail: sheneng@msn.com
B #5 BARS AND SMALLER: 1-1/2" | B
c) CONCRETE NOT EXPOSED TO WEATHER OR IN | —
CONTACT WITH GROUND: NEW OPNG. w/LBxBx1/2, | — T —=r— [ I
SLABS, WALLS JOISTS: #11 BARS OR SMALLER: SEEDRTAN 1 & 2/ OO
3/4." NOTE 1| [ NOTE 1
BEAMS, COLUMNS: PRIMARY REINFORCING, TIES, — . = G — il
STIRRUPS, SPIRALS: 1—-1/2" E[ 3 ’7
F.  DETAILING: SUBMIT PLACING DRAWINGS PER ACI DETAILING (®) i — e i r S = o ®
MANUAL, ACI SP—66. FABRICATE ONLY AFTER REVIEW AND
APPROVAL. REINFORCING BARS SHALL NOT BE WELDED UNLESS .
SPECIFICALLY SHOWN ON DRAWINGS. I
1. LAP SPLICE LENGTHS SHALL BE AS FOLLOWS: . MARK | DATE DESCRIPTION
30 BAR DIAMETER FOR #3 AND #4 BARS — — N .
40 BAR DIAMETER FOR #5 THROUGH #8 BARS } ':‘ ISSUE TYPE: CONSTRUCTION DOCUMENTS
DO NOT SPLICE STIRRUPS AND TIES © 1 — ©
- DO NOT SPLICE VERTICAL BARS IN RETAINING WALLS —‘ . ]
UNLESS SPECIFICALLY SHOWN. 1 I ' ISSUE DATE: SEPTEMBER 12, 2005
2. ALL EMBEDMENTS AND DOWELS SHALL BE SECURELY TIED N k
TO FORMWORK OR TO ADJACENT REINFORCING PRIOR TO ®© . ' ' ®© DFCM PROJECT NO-
THE PLACEMENT OF CONCRETE. CAD PROJECT NO. SE0S210
V. STRUCTURAL AND MISCELLANEOUS STEEL: Il CAD DWG FILE :
A.  MATERIAL PROPERTIES: DRAWN BY :
1. ALL SHAPES, PLATES, ANGLES, AND CHANNELS TO BE WN BY: BS
ASTM A—36 UNLESS NOTED OTHERWISE. ® — , . , — ® CHK'D BY: HS
2. ALL WF SHAPES WEIGHING 84 POUNDS PER LINEAR FOOT .
OR LESS TO BE ASTM A 572, GRADE 50. ALL WF SHAPES COPYRIGHT: STATE OF UTAH
WEIGHING MORE THAN 84 POUNDS PER LINEAR FOOT TO BE
ASTM A 572, GRADE 36. SHEET TITLE
3. SQUARE OR RECTANGULAR TUBES TO BE ASTM A 500, 1 2 3 4 5 5
SRADE By~ 45 K © ® © © © ®©
4. ALL STEEL TO BE DETAILED, FABRICATED AND ERECTED
IN ACCORDANCE WITH A.l.S.C. SPECIFICATIONS, LATEST
A . WELDIN%DOPTlON‘ \, NEW OPENING PLAN A
: . SCALE 1/8" =1'-0"
1. FOR STRUCTURAL STEEL TO BE IN ACCORDANCE WITH PLAN NORTH
A.W.S. REQUIREMENTS FOR E70XX ELECTRODES.
C.  BOLTS: SHEET NUMBER

1. ALL BOLTS TO BE 3/4” DIAMETER ASTM A 325—N UNLESS
NOTED OTHERWISE.

2. BOLTS, NUTS AND WASHERS SHALL NOT BE REUSED.
3. ANCHOR BOLTS SHALL BE ASTM A 307 OR A 36. -
VIll.  SPECIAL INSPECTION: SPECIAL INSPECTION IS REQUIRED IN

ACCORDANCE WITH IBC SECTION 1701.

: T ) 3 4 5 SHEET 23 OF 23

Drawing: C: \R13\COM\PROTOS\D12.DWG (RJG)

April 08, 1996 3:28:37 p.m.

AutoCAD Version: 13_c4



